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The Equipment of a IP-telephony


 VoIP-Phone MAX IP 10
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	MAX IP 10
	$140

	Connection
	$0

	Advance payment on the account
	from $5

	[to order]


VoIP-Phone MAX IP 10 is an IP Phone that enables corporate and home broadband users to make and receive low-cost VoIP and PSTN calls from the same telephone. 

With the Max you can: Allows up to eight users to simultaneously place calls from standard analog phones or an analog PBX, Enables drastically reduced rates on calls to phones and faxes all over the world, Provides even greater savings on calls from one Max to another, Can be easily added to an existing network and phone system, Features flexible configuration options, Available in eight (expandable to sixteen) and sixteen port versions. 

Reduce your communication costs The Max provides small businesses with a low-cost calling solution. Users have the flexibility to call from the place of business or dial into the Max and make low-cost calls from any location. In this way, corporations can save money by enabling employees to make calls through the Max whether they are in the office or not. Other small businesses can also benefit by dedicating one or more lines to off-premise calling, allowing users to place calls from any phone, anywhere. 

Additional business management tools: IVR (Interactive Voice Response) functionality, enabling call connection and account balance announcements, password protection and various user greetings; The capacity to make PSTN calls through FXO ports; The ability to dial other extensions connected to the unit, which can be especially beneficial in an office environment; Compatibility with the Max ABS (Automated Billing System) software, allowing you to set your own rates, generate detailed bills and view call detail records. 

A full line of calling solutions. The Max series features a full line of products to meet the needs of different environments. The series ranges from the Max 4, which allows up to four simultaneous callers, to the Max T1/E1, which can accommodate up to 30 simultaneous users. The Max accepts standard analog phones or can be connected to an analog or digital PBX system. These units are scalable, allowing you to increase capacity as you grow. 

Specifications
Network Interface
· RJ-45 Ethernet/FastEthernet port x 2 

· RJ-11 analog phone line port x 1 

LED Indicators 

· Hold LED x 1 = Display Hold ON state 

· Speaker LED x 1 = Display Speaker-phone ON state 

· PSTN LED x 1 = Display PSTN connection mode 

Voice Protocol 

· Net2Phone client protocol 

Voice Processing Capabilities (including compression/decompression and QoS related capabilities) 

· G.723.1 

· Echo Cancellation 

· Voice Activity Detection & Comfort Noise Generation 

Management Interface 

· Command line interface via telnet client 

· Web interface via any Web browser 

Phone User Interface 

· 2x16 LCD x 1 

· Speed dial button x 8, Function button x 8, Numeric button x 12 

· Tone/Pulse select switch x 1, Earpiece amplifier switch x 1 

· Speaker x 1, Buzzer x 1, Handset x 1 

General 

· Physical Dimensions (H x W x D): 57 x 225 x 158 mm 

· Weight: 0.75 Kg. 

· Input power: 12VDC 500mA AC/DC adaptor: input 120 VAC, 0.1 A (max.), 60 Hz , 12 W (max.) 

· Operation temperature: 0 ~ 40o C 

· Storage temperature: -20 ~ 85o C 

· Operation humidity: 5 ~ 95 (NOTE: non-condensing) 

Noise level: 15 dB @ 1 m







